
APPDDATEDESCRIPTIONECN NO.REV.

RELASchematic:

Electrical Specifications @25℃

1.Turns Ratio:

  TX=1CT∶1CT        RX=1CT∶1CT

2.OCL: 350uH Min

  @100KHz,0.1Vrms,8mADC Bias

3.Insertion Loss:

  0.1-100MHz:-1.2dB MAX

4.Return Loss(dB Min @100Ω±15Ω):

  0.1-30MHz:-16     30-60MHz:-13

  60-80MHz:-10

5.Crosstalk(dB Min):

  1MHz:-50

  10-100MHz:-35

6.CMRR(dB Min):

  2MHz:-45

  30-200MHz:-33

7.DC Current Rating: 720mA DC Max @57V

8.Hipot: 1500Vrms Min

9.Operating Temperature: -40℃～+85℃.
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APPDDATEDESCRIPTIONECN NO.REV.

RELAMechanical: 2012/05/23

      NOTES:

      1.Designed to support application,such as SOHO(ADSL

        modems),LAN-on-Motherboard(LOM),hub and Switches.

      2.With various Turns Ratios.

      3.Maximun reflow temperature is 250℃,5 Sec.

      4.UL Certification: File Number E484635.

Dimensions: mm

Unless otherwise specified,all tolerances are ±0.25
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