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Electrical Specification:

TEST NOTES (25+5°C)
1. TR: (@100KHz, 0. 1V) ;
TX=1CT:1CT =+2% RX=1CT:1CT +2%
2. LX: (@100KHz, 100mV, SmA, DC Bias)
PINS: (P1-P2), (P3-P6)=350ul MIN
3. Transmitter filter & Receiver filter Type:
Balance low pass 100Q impedance
4. HIPOT:
Input (P1-P2) TO Output (J1-J2) : 1500VAC 60sec
Input (P3-P6) TO Output (J3-J6) : 1500VAC 60sec
5. INSERTION LOSS:
-1.0dB MAX @ 1.0MHz TO 100MHz
6. RETURN LOSS:
-18dB MIN @ 1.0MHz TO 30MHz
-16dB MIN @ 30MHz TO 60MHz
-12dB MIN @ 60MHz TO 80MHz
7. CROSS TALK:
-30dB MIN @1.O0MHz TO 100MHz
8. COMMON MODE REJECTION:
-30dB MIN @1.O0MHz TO 100MHz
9. OPERATING TEMPERATURE: 0°C~70°C.

Emitting Color [A p(nm)| VF@IF=20mA | IR @VR=5V

Green 565 1.8~2.6V 10 1 A max

Yellow 585 1.8~2.6V 10 u A max
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12.67 | 1.Designed to support application, such as SOHO (ADSL
11.43 modems) , LAN-on-Motherboard (LOM) , hub and Switches.
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