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NOTES::
Electrical:
1.Voltage rating . 125 VAC RMS
2. Current Rating : 1.5 AMP
3. Contact resistance : 50 mQ Max
4. Insulation resistance : 500 MQ Min @500V DC
28.20 | 5.Dielectric strength : 1000 VAC RMS 60Hz, IMIN.
MECHANICAL:
N 23.80 1.Housing & Insert Material : PBT UL94V-0.
© N\ - 2. Contact Material : Diameter 0.46mm Phosphor Bronze
© ¢'] 6)(2 Gold Plating Over Nickel.
™M /\ . 3. Shield 1 0.20-0. 25mm Thickness Brass With tin Plated
\J | 13.70 | 4. Operating Life : 750 Cycles Min.
ol I | | ENVIRONMENTAL :
2N i | 03 25x2 1. Storage : —40°C ~ +85°C
o] g | | -£IX 2. Operation . ~40°C ~ +85°C.
P a e @ ® a ® 3.Wave solder temperature 1 265°C 5 Sec MAX
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SUGGESTED PCB LAYOUT (TOP VIEW) TITLE:
X: XXX +£0.05 [DR:  James Vertical RJ45 1%2 Connector
ANGLES  *1°  [UNIT: mm PARENO-2 1 p JE602DNL
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